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Proper Packing And Shipping Of Your

Loudspeaker To GPA

KKKK We recommend shipping your loudspeaker in it’s original box, if at all possible. The original box your

loudspeaker came in was designed specifically for shipping it across the country without being damaged. As a result,

it is more robust than something that may look like it is just as good. Therefore, try to use the original box, if you

still have it. If not, refer to the steps below.

‘‘‘‘ STEPS TO PACK AND SHIP YOUR LOUDSPEAKER SAFELY: 

1. Wrap the loudspeaker in a plastic bag, and seal it with packaging tape.

2. Find a box big enough to hold your loudspeaker with a space of 2" all the way around. 

3. If you are shipping a woofers or two-way loudspeakers, it is best if you cut a wooden board to fit the inside

dimensions of the bottom of the box, place the unit face down and centered on the board, and then screw it down

to that board using ALL 8 mounting holes. Make the screws tight, but do not warp the frame - tighten them as you

would the lug nuts on a car tire - alternately until they are good and tight.  NOTE: On two-way speakers, be SURE

you do not damage the HF horn - some of them protrude past the edge of the frame. You will need to cut a hole into

the board for the horn to go into to prevent it from being damaged.

4. If you are shipping a compression driver, make a 2" thick piece of Styrofoam that will fit in the bottom of the box.

You can also use cardboard. Place the compression driver face down onto the center of the Styrofoam piece.

5. Insert the loudspeaker - attached to the bottom piece - into the box you have selected to ship the unit in.

6. Make a thick Styrofoam or cardboard piece that is the same size as the bottom piece you just made that will fit inside

the top of the box.

7. Cut a hole on the middle of this piece that is just big enough to fit the end of loudspeaker through.

8. Fit the top piece over the rear of the loudspeaker magnet assembly, making sure that it is nice and tight. Fill any

gap that may exist between the top piece and the lid of the box with layers of bubble wrap.

9. Seal the box, double box, then insure and ship to:

GREAT PLAINS AUDIO

7127 NORTHWEST THIRD ST.

OKLAHOMA CITY, OKLAHOMA    73127

KKKK Be sure and include a letter stating exactly what you are ordering, how much you are paying for each item, and

where you wish your order to be sent.

Prices, terms, and conditions subject to change without notice.
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